Central Valley Water Reclamation Facility

January 15, 2009

ADDENDUM NO. 5
to the
Project Manual (Bidding Requirements, Contract Forms, Conditions of the Contract,
Design Specifications and Design Drawings) for Construction of

Construction Contract CC5D UV Disinfection Project

INSTRUCTIONS: BIDDERS SHALL INCORPORATE THE CONTENTS OF THIS
ADDENDUM AND ITS ATTACHMENTS INTO THE BID AND ACKNOWLEDGE
RECEIPT THEREOF AND ACCEPTANCE OF ALL CONDITIONS CONTAINED HEREIN
BY ENTERING THE ADDENDUM NUMBER AND DATE IN THE SPACE PROVIDED ON
THE BID FORM, PAGE 00300-1 AND AGREEMENT, PAGE 00510-1.

DRAWINGS

Drawings S23208, S23211, S23212, S23213 and S23214. The top of the slab in the channel
upstream of the UV channels should be at elev. 4220.00 as indicated in Drawing S23208. It is
shown and labeled wrong in the sections shown on S23211 through S23214. Marked up
drawings are attached. The slab in the area under the screens shall also be thickened to 12-inches
as show in the attached drawings.

TECHNICAL SPECIFICATIONS
SECTION 00100 — INVITATION TO BID
Section 00100, Page 8, Part 1.10 LABOR REQUIREMENTS, A. SAFETY AND
HEALTH REGULATIONS FOR CONSTRUCTION. Replace the existing paragraph in
this section with the following section:

1. AUTHORITY

(1) The contractor is subject to the provisions of the Williams-Steiger Occupational
Safety and Health Act of 1970.

(2) These construction documents and the joint and several phases of construction
hereby contemplated are to be governed, at all times, by applicable provisions of the
Federal law(s) , including but not limited to the latest amendment of the following:

a. Williams-Steiger Occupational Safety and Health Act of 1970, Public Law
94-596;
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b. Part 1910 - Occupational Safety and Health Standards, Chapter XVII of Title
29, Code of Federal Regulations;

c. Part 1926 - Safety and Health Regulations for Construction, Chapter XVII of
Title 29, Code of Federal Regulations.

2. SAFETY AND HEALTH PROGRAM REQUIREMENTS

(1) This project, its prime contractor and its subcontractors, shall at all times be
governed by Chapter XVII of Title 29, Code of Federal Regulations, Part 1926 - Safety
and Health Regulations for Construction (29 CFR 22801), as amended to date.

(2) To implement the program and to provide safe and healthful working conditions for
all persons, general project safety meetings will be conducted at the site at least once
each month during the course of construction, by the construction superintendent or
his/her designated safety officer. Notice of such meeting shall be issued not less than
three (3) days prior, stating the exact time, location, and agenda to be included.
Attendance by the owner, architect, general foreman, shop steward(s), and trades, or
their designated representatives, witnessed in writing as such, shall be mandatory.

(3) To further implement the program, each trade shall conduct a short gang meeting,
not less than once a week, to review project safety requirements mandatory for all
persons during the coming week. The gang foreman shall report the agenda and specific
items covered to the project superintendent, who shall incorporate these items in his/her
daily log or report.

(4) The prime contractor and all subcontractors shall immediately report all accidents,
injuries, or health hazards to the owner and architect, or their designated
representatives, in writing. This shall not obviate any mandatory reporting under the
provisions of the Occupational Safety and Health Act of 1970.

(5) This program shall become a part of the contract documents and the contract
between the owner and prime contractor, prime contractor and all subcontractors, as
though fully written therein.

SECTION 00100 — INVITATION TO BID

Section 00100, Page 8, Part 1.10 LABOR REQUIREMENTS, A. Add the following
section:

B.  NONDISCRIMINATION IN EMPLOYMENT

1. Work under this Contract will obligate the Bidder and Subcontractors not to
discriminate in employment practices. Bidders shall comply with all relevant federal
Equal Employment Opportunity and Affirmative Action Requirements, including
Executive Order 11246 as amended documents.
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2. Bidders must, if requested, submit a compliance report concerning employment
practices and policies in order to maintain their eligibility to receive the award of the
Construction Contract.

3. Bidders are advised that the Construction Contract and its performance are subject to
the applicable provisions of all Laws and Regulations. Bidder will be obligated upon
written request, to give all applicable assurances of compliance in connection therewith.

SECTION 00100 — INVITATION TO BID

Section 00100, Page 8, Add the following new section: 1.16 DISCOVERY OF
ARCHAEOLOGICAL AND OTHER HISTORICAL ITEMS.

In the event of an archaeological find during any phase of construction, the following procedure
will be followed.:

(1) Construction shall be halted, with as little disruption to the archaeological site as
possible.

(2) The Contractor shall notify the Owner who shall contact the State Historical
Preservation Officer.

(3) The State Historical Preservation Olfficer may decide to have an archaeologist
inspect the site and make recommendations about the steps needed to protect the
site, before construction is resumed.

(4) The entire event should be handled as expediently as possible in order to hold the
loss in construction time to a minimum while still protecting archaeological finds.

A similar procedure should be followed with regard to more recent historical resources. Should
any artifacts, housing sites, etc., be uncovered, the same procedure should be followed as for an
archaeological find.

In the event archaeological/historical data are evaluated to meet National Register criteria, the
Advisory Council on Historic Preservation may be notified and asked to comment by the
Division of Water Quality.

SECTION 00100 — INVITATION TO BID
Section 00100, Page 8, Add the following new section: 1.17 ACCESS.

The Owner and Contractor shall provide access to the project work to representatives of the
Environmental Protection Agency (EPA) and Utah Division of Water Quality (DWQ) whenever
it is in preparation or progress and must provide proper facilities for such access and inspection.
The Owner and Contractor must allow the Regional Administrator, the comptroller General of
the United States, DWQ, or any authorized representative, to have access to any books,
documents, plans, reports, papers, and other records of the Contractor which are pertinent to the
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project for the purpose of making audit, examination, excerpts, copies and transcriptions thereof.
The Owner and Contractor must insure that a party to a subagreement will afford access to such
project work, sites, documents, and records. See Title 40 CFR Part 30.605 (Access) and Part
30.805 (Records) Clause (of Appendix C-1 and Clause 10 of Appendix C-2.)

SECTION 00710 — GENERAL CONDITIONS

Section 00710, Page 25, Part 7-MEASUREMENT AND PAYMENT, C.2 REVIEW
PROCEDURES, Change “ 25 calendar days” in the second sentence to: “30 calendar
days”.

SECTION 00710 — GENERAL CONDITIONS

Section 00710, Page 25, Part 7-MEASUREMENT AND PAYMENT, C.3 RETENTION,
Replace the first sentence with the following sentence: The Owner shall retain five (5)
percent of each payment until the work is fifty (50) percent complete.

SECTION 00710 — GENERAL CONDITIONS

Section 00710, Page 26, Part 7-MEASUREMENT AND PAYMENT, D. FINAL
PAYMENT, Change “ 35 calendar days” in the first sentence, second paragraph to: “45
calendar days”. Add the new paragraph below following the third paragraph:

A final acceptance letter from the Owner must be submitted to the State of Utah Division
of Water Quality. This letter must be accompanied by a letter from the Engineer stating that the
project has been constructed in accordance with the approved plans and specification and that it
is ready for use by the owner. These letters must also be accompanied by the Contractor’s lien
release and certification that the amount that he has been paid fulfills the requirements of the
contract.

SECTION 11347 — SUBMERSIBLE WASTEWATER CHOPPER PUMPS

Section 11347, Page 9, Part 2.03 K Delete reference to “non-sparking” guide rail design.
Add the new sentence below the 2™ paragraph: Contractor shall design and install the support
for the Automatic Valve Actuator (described in Section 2.03 P) per manufacturers’
recommendations.

QUESTIONS

Drawing S23208 shows a top of existing elevation of 4218 and a top of new slab of 4220. Which
makes the concrete fill 1'4" thick assuming that the 8" new slab thickness is correct. Drawing
S23211 shows a top new slab of 4221.50,which makes the concrete fill 2'10" thick. Please
provide the correct dimensions and elevations since it impacts the wall heights, formed surfaces
and overall project concrete requirements.
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Response: The top of the slab in the channel upstream of the UV channels should be at elev.
4220.00. It is shown and labeled wrong in the sections shown on S23211 through S23214. See
the instructions above under DRAWINGS heading.

Drawings S23213 and S23214 show the deck 4236.60 deck between grid lines 6 and 7 and grid
lines b and c to be 16" thick. Drawing S23215 shows it to be the same thickness as the deck
adjacent to it between grid lines 7 and 9 which is 12" thick. Ifitis 16" thick is it the entire
section from 6 to 7 between B and C?

Response: The entire deck between grid lines 6 and 7 and B and C is 16-inches thick as labeled
on Drawings S23213 and S23214. The upper deck at Elev. 2438 is 12-inches thick as labeled on
Drawing S23215.

THIS ADDENDUM IS HEREBY ATTACHED TO AND MADE A PART OF THE
CONTRACT DOCUMENTS. THE BIDDER DECLARES THAT IT HAS READ AND
UNDERSTANDS THE CONTENTS OF THIS ADDENDUM, AND THAT ITS BID TO
PERFORM THE WORK UNDER THE CONTRACT IS MADE IN CONSIDERATION OF
THE ORIGINAL CONTRACT DOCUMENTS AS AMENDED BY THIS ADDENDUM AND
OTHER PREVIOUSLY ISSUED ADDENDA. BIDDER SHALL ACKNOWLEDGE
RECEIPT OF THIS ADDENDUM IN THE SPACE PROVIDED IN THE BID FORMS
DESCRIBED ABOVE. ALL OTHER PROVISIONS OF THE CONTRACT SHALL
REMAIN AS GIVEN IN THE ORIGINALLY PUBLISHED DOCUMENTS.

CENTRAL VALLEY WATER RECLAMATION FACILITY
Reed Fisher

General Manager
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GENERAL NOTES: KEY NOTES:
e 1. COORDINATE MECHANICAL AND ELECTRICAL WORK, @ CLASS M1 FILL. 1 1/2", 18 GAGE METAL ROOF DECK. @ RUNWAY / CRANE STOPS APPROXIMATE LOCATION. PROVIDE
INCLUDING INSTALLATION OF DUCTS AND PIPES, WITH ROOFING MATERIAL NOT SHOWN. HOOK COVERAGE PER 523204 BUT MAINTAIN MINIMUM HOOK
STRUCTURAL. CONTRACTOR-DESIGNED 3 TON BRIDGE CRANE PER CLEARANCE FROM ELECTRICAL ROOM WALL.
SPECS SECTION 14630. PENETRATION FOR DUCT; SEE HVAC DWGS.
2. SEE DRAWING S23208 FOR BRIDGE CRANE AND RUNWAY @ RUNWAY AT FRAMING CONNECTION, SEE DET A/S23219
— INFORMATION. (3) CONCRETE FiLL, TYP. (8) EXISTING SIDEWALK.
SEE DETAIL H/S23218.
@ ROOF BEAM, SEE PLAN AT ELEVATION 4265.33. CONTRACTOR-DESIGNED CRANE RUNWAY, SEE
PLAN AT ELEVATION 4265.33. @ SIZE CHECKER PLATE ACCORDING TO MANUFACTURER OF
@ DIAPHRAGM STRUT, SEE PLAN AT ELEVATION 4265.33. SCREEN.
& SPLICE LOCATIONS BY CONTRACTOR AND
@ RUNWAY AT WALL, SEE DETAIL C/S23219. DETAIL B/S23219.
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